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Diesel/LPG/GAS

Sit-on type
22
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Pneumatic type
300-15-18PR(Double-tyre8.25-15-14PR)

7.00-12-14PR
2X/2(Double-tyre 4X/2)
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Hydraulic assisted braking/ Mechanical-ratchet type
174

Q
c

x

y

b10

b11

α/β
h1

h2

h3

h4

h6

h7

h10

l1

l1

b1

s/e/l

b5

m1

m2

Ast
Ast
Wa

lbs
in

in
in
in

lbs
lbs
lbs

in
in

°
in
in
in
in
in
in
in
in
in
in
in

in
in
in
in
in
in

mph
fpm
fpm

N
%

Psi

Manufacturer and Technical Data
Characteristics
Manufacturer
Model
Rated capacity
Load center distance
Power mode
Driving mode
Front overhang
Rear overhang
Wheelbase
Weight
Total weight
Axle load (laden,front/rear)
Axle load (unladen,front/rear)
Tyres
Tyre type
Tyre size,front
Tyre size,rear
Wheels,number front/rear (x=driven wheels)
Tread，front
Tread，rear
Dimensions
Mast tilt angle (forward/backward)
Height (mast lowered)
Free lifting height
Lifting height (standard）
Max. height,extended (with backrest) 
Height of overhead guard
Seat height relating to SIP (to ground)
Towing coupling height
Overall length (with fork)
Overall length (without fork)
Overall width
Fork size:thickness x width x length
Fork carriage,according to ISO2328
Distance across fork-arms，Max./Min.
Ground clearance (laden,between mast)
Ground clearance (center of wheelbase)

Min. outside turning radius
Performance Data
Travel speed (laden/unladen)
Lift speed (laden/unladen)
Lowering speed (laden/unladen)
Max.drawbar pull (laden/unladen)
Max.gradeability (laden/unladen)
Add ition data
Service brake/ Parking brake
Operating pressure for attachments

1.01
1.02
1.03
1.04
1.05
1.06
1.07
1.08
1.09

2.01
2.02
2.03

3.01
3.02
3.03
3.04
3.05
3.06

4.01
4.02
4.03
4.04
4.05
4.06
4.07
4.08
4.09
4.10
4.11
4.12
4.13
4.14
4.15
4.16
4.17
4.18
4.19

5.01
5.02
5.03
5.04
5.05

6.01
6.02

CPCD40/CP(Q)YD40
8000

20

13750
20042/2508
6820/6930

168
125

2×6×42

181
189
112

38/28

CPCD45/CP(Q)YD45
9000

21

14322
21648/2574
6776/7546

167

168
126

2×6×42
Ⅲ

183
191
113

114/122

36/28

 Wide View Standard Mast

M250
M300
M330
M350
M370
M400
M425
M450
M475
M500
M550
M600

98
118
130
138
146
157
167
177
187
197
217
236

78
88
94
98

102
110
115
120
125
130
141
151

6
6
6
6
6
6
6
6
6
6
6
6

8000
8000
8000
8000
8000
8000
8000

*6400

6°/12°
6°/12°
6°/12°
6°/12°
6°/12°
6°/12°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°

13640
13750
13816
13860
13893
14058
14113
14157
14212
14267
14465
14575

14212
14322
14388
14432
14465
14630
14685
14729
14784
14839
15037
15147

15114
15224
15290
15334
15367
15532
15587
15631
15686
15741
15939
16049

15906
16016
16082
16126
16159
16324
16379
16423
16478
16533
16731
16841

Mast tilt 
angle α/β (°） Mast model Max. lifting

height (in)

7600
*8000
7400

*8000
7000

*7400
6400

*7400

8600
*9000
8400

*9000
8000

*8400
7200

*8000

9400
*10000

9000
*10000

8500
*9200
8000

*8400

10300
*11000

9900
*11000

8800
*9900
8300

*8800

Wide View Full Free 2-Stage Mast

ZM250
ZM300
ZM330
ZM350
ZM370
ZM400
ZM425
ZM450
ZM475
ZM500
ZM550
ZM600

98
118
130
138
146
157
167
177
187
197
217
236

78
88
94
98

102
110
115
120
125
130
141
151

25
35
41
45
49
57
62
67
71
76
88
98

31
41
47
51
55
62
67
72
77
82
94

104

6°/12°
6°/12°
6°/12°
6°/12°
6°/12°
6°/12°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°

13541
13673
13761
13805
13860
14058
14146
14234
14322
14410
14652
14773

14113
14245
14333
14377
14432
14630
14718
14806
14894
14982
15224
15345

15015
15147
15235
15279
15334
15532
15620
15708
15796
15884
16126
16247

16038
16170
16258
16313
16368
16577
16654
16753
16841
16929
17182
17303

 Mast model

7600
*8000
7400

*8000
7000

*7400
6400

*7400

8600
*9000
8400

*9000
8000

*8400
7200

*8000

9400
*10000

9000
*10000

8500
*9200
8000

*8400

10300
*11000

9900
*11000

8800
*9900
8300

*8800

Wide View Full Free 3-Stage Mast

ZSM360
ZSM400
ZSM435
ZSM450
ZSM470
ZSM500
ZSM540
ZSM600
ZSM650
ZSM700

142
157
171
177
185
197
213
236
256
276

76
82
86
88
91
96

102
110
118
125

78
84
88
90
93
98

104
112
120
127

*6400
*5000
*3600

*6800
*5600
*4000

*5600
*6400
*5000

*7700
*6600
*5000

6°/6°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°
6°/6°

14003
14113
14201
14245
14289
14399
14641
14806
14960
15103

14575
14685
14773
14817
14861
14971
15213
15378
15532
15675

15477
15587
15675
15719
15763
15873
16115
16280
16434
16577

16544
16698
16764
16808
16863
16984
17237
17402
17567
17732

 Mast model

29
34
39
41
43
48
54
62
70
77

25
30
35
37
39
44
50
58
66
73

7600
*8000
7600

*8000
7600

*8000
7600

*8000
7000

*7600
6700

*7000
6500

*6800

8700
*9000
8700

*9000
8700

*9000
8700

*9000
8000

*8400
7600

*8000
6800

*7400

9600
*10000

9600
*10000

9600
*10000

9600
*10000

9000
*9600
8000

*8600
7600

*8400

10500
*11000
10500

*11000
10500

*11000
10500

*11000
9000

*10300
8800

*9400
8100

*8800

Note: * stands for the rated capacity when the front tyre is double-tyre;
               free lift for CPCD40-50/CP(Q)YD40-50，(without backrest):+12in; 
               free lift for CPCD50/CP(Q)YD50-06(without backrest):+18in.

Note: * stands for the rated capacity when the front tyre is double-tyre.

Note: * stands for the rated capacity when the front tyre is double-tyre;
               free lift forCPCD40-50/CP(Q)YD40-50，(without backrest):+13in; 
               free lift for CPCD50/CP(Q)YD50-06(without backrest):+17in.

Right angle stacking aisle width for pallet 
1000 x1200mm crossways
Right angle stacking aisle width for pallet 
800 x1200mm lengthways

Max.lifting 
height (in)

Max.lifting 
height (in)

Loadcapacity (lodecenter 24in)(lbs)

Loadcapacity (lodecenter 24in)(lbs)

Loadcapacity (lodecenter 24in)(lbs)

Height 
(mast lowered)

(in)

Free lift height
（with backrest）

(in)

Free lift height
（with backrest）

(in)

Free lift height
（with backrest）

(in)

Height 
(mast lowered)

(in)

Height 
(mast lowered)

(in)

Service weight(lbs)

Service weight(lbs)

Service weight(lbs)

Mast tilt 
angle α/β (°）

Mast tilt 
angle α/β (°）

65

CPCD50/CP(Q)YD50
10000

23

15224
22188/3014
6666/8558

170
128

2×6×42

185
193
115

33/28

CPCD50/CP(Q)YD50-06
11000

25

16016
23672/3344
6622/9394

173

178
130

2.2×6×48
Ⅳ

187
194
117

30/28

5 6G3 series 8000-11000lbs INTERNAL COMBUSTION

Engine model Model Power
mode

Rated power
/Speed(hp/ rpm)

Max. torque/ Speed
(lb*ft/ rpm)

Engine
displacement(L)

Cylinder number
-bore×stroke Emission

Kubota Certified WG3800
Kubota Certified WG3800

Kubota V3307-CR-T15

CPYD/40/45/50-KUG3、CPYD50-KUG3-06
CPQYD/40/45/50-KUG3、CPQYD50-KUG3-06
CPCD50-KU4G3-06CPCD/40/45/50-KU4G3

LPG
LPG&GAS

Diesel

79.1/2400
67.8/2400
74.2/2200

208/1200

247/1400

200(LPG)/1200
181(GAS)/1400

3.768
3.768

3.3

4-4in×5in
4-4in×5in
4-4in×5in

EPA T4F
EPAT4F
EPAT4F

CPCD40/
CP(Q)YD40

CPCD45/
CP(Q)YD45

CPCD50/
CP(Q)YD50

CPCD50/CP
(Q)YD50-06

CPCD50/CP
(Q)YD50-06

CPCD40/
CP(Q)YD40

CPCD45/
CP(Q)YD45

CPCD50/
CP(Q)YD50

CPCD50/CP
(Q)YD50-06

CPCD40/
CP(Q)YD40

CPCD45/
CP(Q)YD45

CPCD50/
CP(Q)YD50

CPCD50/CP
(Q)YD50-06

CPCD40/
CP(Q)YD40

CPCD45/
CP(Q)YD45

CPCD50/
CP(Q)YD50

CPCD50/CP
(Q)YD50-06

CPCD40/
CP(Q)YD40

CPCD45/
CP(Q)YD45

CPCD50/
CP(Q)YD50

CPCD50/CP
(Q)YD50-06

CPCD40/
CP(Q)YD40

CPCD45/
CP(Q)YD45

CPCD50/
CP(Q)YD50

CPCD50/CP
(Q)YD50-06

CPCD40-50/
CP(Q)YD40-50

CPCD50/CP
(Q)YD50-06

CPCD40-50/
CP(Q)YD40-50

CPCD50/CP
(Q)YD50-06

CPCD40-50/
CP(Q)YD40-50


